
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 ONLY PRESSING START KEY TO START 

The oven is easy to set temperature and operating time.  Pressing the start key is only work to start. 

When the temperature reaches the setting temperature, timer starts to work.  After heating for the time is set, 

the oven stops automatically. 

Consecutive operation and long-term operation is possible. 

 

 PROGRAM 

It has a program function which can set timer or changing temperature automatically at the night time, day time, 

or anytime you want.  The device can memorize 5 patterns and operate program set and connected the 5 

patterns  

 

 TEMPERATURE RANGE AND HIGH QUALITY TEMPERATURE ACCURACY 

3 digit numbers establishment and PID control install in the device to keep on stable temperature accuracy. 

 

 SMALL SPACE （AD-800S） 

It needs only small space to operate. 

Steel fan make highly temperature accuracy. 

 

 SAFETY DEVICE （AD-800S） 

It has an independent safety device which is a prevention of excessive heating and a safety device which can 

work automatically when the temperature increases over the setting temperature. 

It also installs heater disconnection, sensor disconnection, memory error, and so on. 

 

 

AD-400S 

FEATURES 

AD-800S 



 

 

 
 

※ Products may be revised without prior notice for improvement. 
 

Product AD-400S AD-800S 

Dimension 

（W×D×Hmm） 
450×450×500 450×520×800 

Oven Quantity 72L 188L 

Temperature Range 50℃～300℃ 100℃～300℃ 

Temperature Control 
3 digit numbers establishment.  PID control with AT (Sensor：JPt100Ω) 

Time： 0～99 hours 59 min                       

Temperature 

Accuracy 
±3℃（at200℃） ±5℃ at 200℃ 

Materialｓ 
Interior：SUS430 Outside：Melamine resin 

Door：Silicon 

Interior：SUS430 Outside：Melamine resin 

Door： Alumina 

Power 
AC100V，50/60Hz 

 Short Circuit Breaker   
AC200V Haploid Phase 

Consumption of 

Electric Current 
1.5kW 11A 

Fan Motor - 
40W motor fan 

180φsteel fan 

Safety Device Setting Temperature+10℃ 

Setting Temperature＋10℃ 

Independent Safety Swich 

 Short Circuit Breaker 

Heater Disconnection Alarm 

Motor Overload Safety Device  

Dimension 

（W×D×Hmm） 
720×580×700 650×650×1530 

Weight   34kg 210kg 

Shelves 1 shelf 2 shelves 

Manufacture アルプ株式会社 

SPECIFICATIONS 




